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PALLET RACKING

FRAME HEIGHT APEX SECTION FRAME DEPTH

914mm 90-15 610 / 838 / 1219mm

1829mm 90-15 610 / 838 / 1219mm

2438mm 90-15 610 / 838 / 1219mm

3048mm 90-15 610 / 838 / 1219mm

3658mm 90-15 610 / 838 / 1219mm

4267mm 90-15 / 90-20 610 / 838 / 1219mm

4877mm 90-15 / 90-20 610 / 838 / 1219mm

6096mm 90-15 / 90-20 / 90-25 610 / 838 / 1219mm

7315mm 90-20 / 90-25 610 / 838 / 1219mm

As a storage solution, PALLET RACKING is a popular choice, being so versatile and space 
effective. The most common pallet racking used in Australia today, is SELECTIVE, but there 
are many variations including DRIVE-IN, NARROW AISLE, DOUBLE-DEEP, ARCHIVE, CABLE, 
VERTICAL, TYRE AND CARPET RACK.

We choose top quality materials, APEX Pallet Racking, as they are designed and  
engineered in Australia to Australian standard 4084-2023.

FRAMES: Several frame grades are available depending on the load 
required. These are identifiable with a unique stamping code, which 
indicates the steel thickness and profile.
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BEAM LENGTH BOX SECTION CONNECTOR

1372mm 80 x 40mm 3 pin

1524mm 80 x 40mm 3 pin

1829mm 80 x 40mm 3 pin

2134mm 80 x 40mm 3 pin

2438mm 80 x 40mm 3 pin

2591mm 80 x 40mm 
100 x 50mm 
120 x 50mm 
140 x 50mm

3 pin
3 pin
4 pin
4 pin

3048mm 120 x 50mm 4 pin

3353mm 120 x 50mm 4 pin

3658mm 140 x 50mm 4 pin

3810mm 140 x 50mm 4 pin

4267mm 140 x 50mm 4 pin

4877mm 140 x 50mm 4 pin

BEAM LENGTH BOX SECTION CONNECTOR

1372mm 75 x 50mm 3 pin

2591mm 75 x 50mm  
100 x 50mm 
125 x 50mm

3 pin
3 pin
4 pin

2743mm 75 x 50mm 
100 x 50mm 
125 x 50mm

3 pin
3 pin
4 pin

ROLL FORMED BOX BEAMS are built to endure higher 
impact and maintain their shape better than many 
alternatives. Featuring a durable orange powder-coated 
finish, they use a simple punched key-lock design, with 
spring-locking safety clips for added security.

HDG BEAMS are made 
from rectangular hollow 
sections. Our hot-dipped 
galvanised beams 
offer the required rust 
resistance for outdoor 
use.




